
  
 

 
 

APPLICATION INSTRUCTIONS 
Thank you for purchasing your Megaware FlexStep Pro. You are now part of a family of thousands of boat 
owners who have discovered the pleasure of convenient and worry-free boating. With the proper installation, 
you too will enjoy years of satisfied boating with the convenience of the FlexStep Pro. 

 
COMPONENTS: 

A - Base Mount F - 4 Bolts (4.25”) 
B - Backing Plate G - 4 Bolt Protective Sleeves 
C - Step H - 4 Nylon Locking Nuts 
D - Step Receiver I - 4 Washers 
E - 2 Locking Pins (3” & 2”) 

 
TOOLS NEEDED: 

17mm Wrench/Socket and/or Adjustable Wrench 

 

The FlexStep Pro is a very simple product to install; however, the following instructions must be strictly 

followed to properly and safely secure the FlexStep Pro to your boat trailer. 

The included hardware is designed to install the FlexStep Pro to any boat trailer with frames up to three   
inches deep. If your trailer frame is larger, you will need to purchase longer bolts separately at any hardware 
store. 

 

Place the base mount on the trailer frame in the location of your choice. Take the four bolts and place them 
through the mounting plate and align with the trailer frame. To prevent trailer scratches, protective sleeves are 
provided to sheath the bolts where they could come in contact with the trailer frame. Place the backing plate  
on the back or rear side of the trailer frame (underside of frame if mounting to trailer tongue) and align the four 
bolts through the corresponding holes. Apply a washer over the end of the bolt and attach the nylon lock nut. 
Secure evenly with firm pressure. Be careful not to over tighten which could cause distortion of the base  
mount or backing plate. 

 

The step receiver should arrive already attached to the base mount utilizing the 3 inch locking pin. To adjust  
the desired angle of the receiver, simply pull up on the spring loaded plastic handle located on the outside of 
the receiver and rotate to one of the four notches in the base mount. Release the pull handle and the spring 
loaded receiver will lock in place. Insert the step into the step receiver, align the holes where desired and  
insert the 2 inch locking pin. 

 

For safety purposes, the FlexStep Pro must always be removed when moving the trailer or loading the boat   
on or off the trailer. This can be done by removing the 3 inch locking pin located on the base mount and 
removing the step and receiver as one unit. Please read the warning label attached to these instructions and 
product itself. 
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